
Auto Collar Attaching Machine

JK-797TDI-FR09E

10h output 1800pcs, increased by 20%

Automatic shrinkage cloth, easy usage, good sewing performance and high 
efficiency；
Cross-bone position auto detection, accurate start sewing point for high 
quality；
Auto size change with one key operation,saving adjusting time；
Big operation space for easy usage



JK-797TDI-4-514-M03/333/KS/FR09E DC×27 11# 5500

max sewing 
speed（r.p.m）

stitch width
（mm）

4

stitch length
（mm）

3.8 5.5

foot height

（mm）

0.8-1.8

differential 
ratio

40-150

application 
range（cm）

0.5Mpa

air 
pressure

220V/550W

voltage

PK

1.Automatic shrinkage cloth, easy 
usage, good sewing performance 
and high efficiency

Traditional Process Automatic Production Process

Big operation space Small operation space

Automatic shrinkage cloth 10h output 1800pcs,increased 

Uneven feeding Even feeding

cause wrinkles easily Good sewing performance

waste labor and time, 
low efficiency

De-skilling, no need of skilled staff 
with increased efficiency

JK-797TDI-FR09E Other brands

2.Cross-bone position auto detection,
accurate start sewing point for high 
quality

3.Big operation space for easy usage
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Model needle


	页 1
	页 2

